
The Automatic Rock Remover integrates with our 
Hydrolift Destoner or Flume systems to effectively 
remove rocks and non-floating debris from the product 
line – minimizing equipment damage. Its rotating scoop 
wheel picks up non-floating debris from the transferring 
line and carries it to a discharge point. Its simple 
yet effective stainless steel design ensures minimal 
maintenance and quick cleaning. 

•   Integrates seamlessly with Vanmark’s Hydrolift   
 Destoner or Flume systems

•   Removes non-floating debris and rocks with an  
 innovative rotating scoop wheel that carries debris to  
 the discharge point 

•   Constant speed gear motor and self-resetting torque  
 limiter for drive protection and safety.

•   Simple, sanitary design with external-mounted  
 bearings allows for quick and thorough cleaning  
 and maintenance

Automatic 
Rock Remover
Effective Rock & Debris Removal Minimizes 
Equipment Damage
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Automatic Rock Remover

To feed our growing world - Together 
Phone: +1 740-201-0004
Email: sales@vanmark.com 
vanmark.com

Contact Us
Vanmark is proud to provide top quality equipment, 
exceptional service and peace of mind worldwide for the 
potato and produce processing industries. Contact us for more 
information and to custom-fit the Automatic Rock Remover for 
your specific application.
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Specifications Features Options

Motor:  0.5-1.0 HP, 230-460 VAC,  
other voltages available

Weight: 500-600 lbs

 

•   304 stainless steel construction •    4” butterfly drain valve, lid 
opening prox. switch, rock 
baskets (1-2 piece options)
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